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Technical data:
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• Can handle up to 12% solids

• Operating speed up to 2600 rpm

• The pump wet end and gearbox are totally separate, 
therefore any mechanical seal failure is instantly visible 
with no opportunity for gearbox contamination.

• Operators should consider there is no dry running capacity

• Fixed knives, helicoid and impeller blades manufactured 
from treated and hardened material

• Mechanical seal system lubricated by oil 

• Suction flange ensures enormous suction capacity avoiding 
turbulences

Technical features:

Dimensions:

Product Performance:
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www.saveco-water.com

CHIOR

* Values measured with clear water at 20 °C.
Results may vary by changing the operating conditions depending on the flow rate, density and viscosity of the liquid, the type and 
dry matter content of the manure

(depending on type of animal feed), the height and distance of the support stand as well as the diameter of the pipe.

Mastek Chior
Tractor-Driven Pump
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Mastek Chior Tractor-Driven 
Pump
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Product performance

• Can handle up to 12% solids

• Operating speed up to 2600 rpm

• The pump wet end and gearbox are totally separate, 
therefore any mechanical seal failure is instantly visible 
with no opportunity for gearbox contamination.

• Operators should consider there is no dry running capacity

• Fixed knives, helicoid and impeller blades manufactured 
from treated and hardened material

• Mechanical seal system lubricated by oil 

• Suction flange ensures enormous suction capacity avoiding 
turbulences

Technical features:

Dimensions:

Product Performance:
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(depending on type of animal feed), the height and distance of the support stand as well as the diameter of the pipe.
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