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Mastek Eco Trailing Shoe
DURABLE. PRECISE. ACCURATE

The Mastek Eco Trailing Shoe applies slurry directly at ground level, keeping
leaves clean and allowing cattle to graze again within a couple of days.
Available in 7.5 m (single fold), 9.2 m and 10,2 m (2-stage fold) models. All
versions feature a compact transport height of 2.4-3 m and a closed width
of approx. 2.54-2.6 m
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Integrated Mastek

Parts the grass
9 Supercut Macerator

« Applies slurry directly to the soil « Hydraulic folding mechanism

+ Has a Rubber Boot and Coulter « Each spring takes 8 kg of load
which splits the grass « Existing splashplate can be

+ Cleaner leaves and faster attached
regrowth « All lift-and-fold pins have grease

points and replaceable
bushings

+ Boosts nitrogen uptake
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Check out the
product video

Bolt-on retrofit

Fits any tanker with
brackets

No welding required
100% galvanised

Fast lift-and-tilt system for
easy opening and turning
on headlands
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3-point linkage
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Touchscreen control system

OPTIONAL EXTRAS

Adjustable screens for flow control

Smart Spread Flow Meter
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Load-sensing hydraulics

ST
Skate Board for JD Harvest Lab

Cootehill Business Park
Cootehill

Co. Cavan

H16 DX45, Ireland

Tel: +353 (0) 49 555 5953

www.mastek.ie

REDUCING EMISSIONS

Thorne Works
Dorrington

Shrewsbury

SY5 7EB, United Kingdom
Tel: + 01939 220079
Email: uksales@mastek.ie

Email: enquiries@mastek.ie



Product Specifications

Working Width Transport Height Closed Width No. of Outlets Weight
7.5m 3m 2.6m 28 860kg
9.2m (2-stage fold) 2.4m 2.54m 34 960kg
10.2m (2-stage fold) 2.4m 2.54m 40 1040kg

MASTEK SUPER CUT MACERATOR

All Mastek products are fitted with Mastek Super Cut Macerator. It will macerate and distribute evenly
with our 48 outlet macerator, even on the most hilly conditions. This is achieved by our air breather
one-way valves, which are uniquely placed above every outlet pipe. This valve sucks in the air as the
serrated knife-cutters pass by each outlet, allowing the slurry to flow without resistance or air-locking.
This system gives a £98% accurate distribution. Each sideplate screen can be supplied with various

hole sizes to increase and decrease the slurry flow.

Features:

« Capable of cutting high-fibre slurry

« Even outlet distribution

« 2.5m of long-life combined cutter

+ blades edge

« Individual air breathers for each

« outlet pipe

« Available in 40mm & 45mm tube

« with 28,30, 40 or 48 outlets
+ Low maintenance
« Easy access door

« Hydraulic motor protection




